
PROPRIETARY INFORMATION
THE INFORMATION CONTAINED IN THIS DOCUMENT IS THE 
PROPERTY OF RF-LAMBDA EXCEPT AS SPECIFICALLY 
AUTHORIZED IN WRUTUBG BT RF-LAMBDA. THE HOLDER OF 
THIS DOUCUMENT:SHALL KEEP ALL INFORMATION CONTAINED 
HEREIN CONFIDENTIAL AND SHALL PROTECT SAME IN THE 
WHOLE OR IN PART FROM DISCLOSURE AND DISSEMINATION 
OF ALL THIRD PARTIES AND  SHALL USE SAME FOR 
OPERATING AND MAINTENANCE PURPOSES ONLY
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ULTRA HIGH 
POWER 3dB 
HYBIRD

0.4/0.3kgWeight1.4

Ptee, Virgin Electrical gradeInsulators1.5

Aluminum, Gray  paintHousing1.3

Beryllium Copper, Gold PlateConnect Pins1.2

7/16Brass, Nickel PlateConnector1.1

Mechanical Specifications1.0

-40ºC~+85ºCOperation Temp.2.1

-65ºC~+150ºCStorage Temp.2.2

10g rms (15 degree 2KHz) Vibration2.4

100% RH at 35c, 95%RH at 40 deg cHumidity2.5

20G for 11mscShock2.6

Environment specifications2.0

45000 ftAltitude2.3

≥30±3°3 ±0.35 dB≤1.15±0.2≤0.32001.92-2.17RFHB19M02GVT

IsolationPhrase BalanceAmplitude Balance VSWRRipple (dB)IL (dB)CW Power (W)Freq. (GHz)Part Number

Electrical Specifications3.0
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200W HIGH POWER 3dB 90º HYBIRD
1.92GHz-2.17GHz


